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• Long wave radiant and convective heat output 
provides consistent and powerful heat

• Zero light emission keeps the ambiance of your 
environment in tact

• Architectural design with powder coated 
aluminum body and low clearance brackets 

• Ideal for spaces with minimal wind exposure

Product FeaturesMES INFRARED HEATER
Architecturally focused  
no-light radiant heater
Redefine your space with our new no-light electric 
infrared heater. Featuring a sleek yet robust aluminum 
extruded body and long wave radiant technology, this 
heater is designed to take the chill out in moderate 
climates. A great choice for your solarium, workshop, 
yoga studio or semi-enclosed outdoor room, available in 
1500 and 3200w. 



Follow us @ModineHVAC
See us at YouTube.com/ModineHVAC
www.facebook.com/ModineHVAC/ 
www.linkedin.com/company/modinehvac/      

Dimensions

Model Number Power Volts Amps BTUs Product Length 
(in)

Product
 Width (in)

MES15A01 1500 120 12.5 5115 32.5 6.8

MES32A11 3200 208 15.4 10912 66 6.8

MES32A12 3200 240 13.3 10912 66 6.8

Model Width Depth Height

MES15A01 8' (2.4m) 6' (1.8m) 8' (2.4m)

MES32A11 9' (2.7m) 7' (2.1m) 8' (2.4m)

MES32A12 9' (2.7m) 7' (2.1m) 8' (2.4m)

Model Number Floor (USA) Floor (Canada) Ceiling (Wall 
Mount)

Ceiling (Ceiling 
Mount) End Side Mounting Option

MES15A01 6'7" (2.0m) 8' (2.4m) 8" (203mm) 4" (102mm) 18" (457mm) 18" (457mm) Wall or Ceiling

MES32A11 6'7" (2.0m) 8' (2.4m) 8" (203mm) 4" (102mm) 18" (457mm) 18" (457mm) Wall or Ceiling

MES32A12 6'7" (2.0m) 8' (2.4m) 8" (203mm) 4" (102mm) 18" (457mm) 18" (457mm) Wall or Ceiling
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MES Models

Heating Coverage Patterns

Clearances and Mounting Options

Ceiling Mounted ClearancesWall Mounted Clearances

9-126

This heater is intended for moderate climates. Heater coverage areas will be reduced in highly
exposed areas. Contact dealer for specifying support.

Always Maintain 6’ front clearance to combustibles, keep combustibles
away from the sides and rear.
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Mounting 
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Optional Accessories

Line Voltage 
Thermostat


